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2" BITUMINOUS CONCRETE (HMA) RECONSTRUCT ROAD SECTION
CLASS2 TO MATCH ROAD CLASSIFICATION
2" BITUMINOUS CONCRETE (HMA) OR WHICHEVER ROAD SECTION
CLASS 1 IS GREATER.

6" PROCESSED AGGREGATE,
95% COMPACTION

4” TOPSOIL MINIMUM

CEDAR SHIMS TO LEVEL STATE CLASS "C” CONCRETE (3000 PSI, 3/4” STONE)

| | FULL LENGTH OF CURB

6” SOLID CONCRETE BLOCK

2 BLOCKS PER LENGTH SUBGRADE

95% COMPACTION

NOTES:

GRANITE CURB SHALL HAVE 1/4” BUZZED EDGE.
6” CURB REVEAL REQUIRED UNLESS OTHERWISE DIRECTED

MINIMUM LENGTH OF STRAIGHT CURB SHALL BE 3'—0” AND RADIUS CURB SHALL BE 2'—6” STANDARD CONSTRUCTION DETAIL

sonN=

JOINTS IN GRANITE CURB SHALL BE GROUTED. LEAVE OPEN JOINT APPROXIMATELY
EVERY 30° O0.C. TO ALLOW FOR EXPANSION. BITUMINOUS CONCRETE (HMA) SIDEWALK

WITH GRASS STRIP AND GRANITE CURB
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